
FILTER-LAB glass microfibre filters

Ref. MFV6
Code: MFV6203254
Sheets 203 x 254 mm. Box 100 units.

Technical Specifications

Filtration catalogue: pages 32, 33, 34.

SPECIAL APPLICATIONS

�

Related products

�� Det er mi nat i on of  sol i ds
suspended i n wat er  
accor di ng t o St andar ds 
Met hods 2540D.

� Det er mi nat i on of  
di ssol ved sol i ds and 
vol at i l e i n wat er  
accor di ng t o St andar ds 
Met hods.

� Fi l t r at i on of  sampl es f or  
cel l  cul t ur e.

� Anal ysi s at mospher i c 
i mmi ssi on.

� Det er mi nat i on of  var i ous 
par amet er s i n wat er  
anal ysi s by St andar d 
Met hods.

� Upt ake of  phyt opl ankt on
i n mar i ne sampl es.

FILTER-LABglass microfibre filters without binders

Array composed of 6different qualities with retentions between0.7and2.7 � m.

Depth filterType of filter

100% borosilicate without 
bindersComposition

99,998%Retention Efficiency (0,3 µm dioctyle oftalate particles)

500ºCMax. temperature

< 0,002%DOP penetration (0,3 µm dioctyle oftalate particles)

0,5 kg/cm

2

Burst strengh resistance

1,5 µmRetention

60 sFiltration speed (Herzberg)

0,28 mm.Thickness (EN 20534)

65 gr./m

2

Grammage (EN 536)

Box 100 unitsPresentation

Sheets 203 x 254 mm.Format and size 

MFV6203254Code

MFV6Reference

TECHNICAL SPECIFICATIONS

Contents of traces (ppm):

FILTER-LABquartz microfibre filters (Si O)

Used in analysis with gas at temperatures above 500 ° C or in contact with 
strong acidgases suchas SO2, HCl, SO3, SO4, NO, NO3, except HF.
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FILTER-LABglass microfibre thimbles

Withawide range of diameters and lengths to suit all types of probes.

FILTER-LABquartz microfibre thimbles

Used inenvironments with temperatures above500 ° Cor incontact with strong 
acid gases such as SO2, HCl, SO3, SO4, NO, NO3, except HF.
Widerange of measures


